DWL-G122 V.C1 Driver/Utility Release Note  
File Name: D-Link AirPlus G Utility-G122B1 V2.04-G122C1 V3.00-S0011.zip
Hardware: DWL-G122(rev.C) (Ralink RT2571W+RT2528)
Utility version : V3.00

Driver Version: V1.0.1.0 (Win 2K/XP/98/SE, XP-64-bit)
Date: 2005/12/3

Hardware: DWL-G122(rev.B) (Ralink RT2571+RT2526)
Utility version : V2.04

Driver Version: V2.0.1.0 (Win 2K/XP)

Driver Version: V2.1.0.0 (Win 98/ME)

Driver Version: V2.0.3.0 (XP-64-bit)

Date: 2005/11/21 
Problems Resolved:

1. Remove non-cat driver from driver installer

===========================================================

File Name: D-Link AirPlus G Utility-G122B1 V2.04-G122C1 V3.00-S0010.zip
Hardware: DWL-G122(rev.C) (Ralink RT2571W+RT2528)
Utility version : V3.00

Driver Version: V1.0.1.0 (Win 2K/XP/98/SE, XP-64-bit)
Date: 2005/12/2 
Hardware: DWL-G122(rev.B) (Ralink RT2571+RT2526)
Utility version : V2.04

Driver Version: V2.0.1.0 (Win 2K/XP)

Driver Version: V2.1.0.0 (Win 98/ME)

Driver Version: V2.0.3.0 (XP-64-bit)

Date: 2005/11/21 
Enhancements:

1. Add cat file

============================================================

File Name: D-Link AirPlus G Utility-G122B1 V2.04-G122C1 V3.00-S0008.zip
Hardware: DWL-G122(rev.C) (Ralink RT2571W+RT2528)
Utility version : V3.00

Driver Version: V1.0.1.0 (Win 2K/XP/98/SE, XP-64-bit)
Date: 2005/11/21 
Hardware: DWL-G122(rev.B) (Ralink RT2571+RT2526)
Utility version : V2.04

Driver Version: V2.0.1.0 (Win 2K/XP)

Driver Version: V2.1.0.0 (Win 98/ME)

Driver Version: V2.0.3.0 (XP-64-bit)

Date: 2005/11/21 
Problems Resolved:

2. Modify the route for driver.

=========================================================

File Name: D-Link AirPlus G Utility-G122B1 V2.04-G122C1 V3.00-S0007.zip
Hardware: DWL-G122(rev.C) (Ralink RT2571W+RT2528)
Utility version : V3.00

Driver Version: V1.0.1.0 (Win 2K/XP/98/SE, XP-64-bit)
Date: 2005/11/20 
Hardware: DWL-G122(rev.B) (Ralink RT2571+RT2526)
Utility version : V2.04

Driver Version: V2.0.1.0 (Win 2K/XP)

Driver Version: V2.1.0.0 (Win 98/ME)

Driver Version: V2.0.3.0 (XP-64-bit)

Date: 2005/11/20 
Problems Resolved:

1. Modify the route for bin (F/W) file.

File Name: D-Link AirPlus G Utility-G122B1 V2.04-G122C1 V3.00-S0004.zip
Hardware: DWL-G122(rev.C) (Ralink RT2571W+RT2528)
Utility version : V3.00

Driver Version: V1.0.1.0 (Win 2K/XP/98/SE, XP-64-bit)
Date: 2005/11/11 
Hardware: DWL-G122(rev.B) (Ralink RT2571+RT2526)
Utility version : V2.04

Driver Version: V2.0.1.0 (Win 2K/XP)

Driver Version: V2.1.0. 0(Win 98/ME)

Driver Version: V2.0.3.0 (XP-64-bit)

Date: 2005/11/11

Problems Resolved:

1. Update C1 driver to 1.0.1.0

2. Sloved transmit cann’t work issue.
3. Solved DI-624 WPA-PSK issue with DWL-G122 V.B1 on Win 98.

4. Solved DI-624/DI-784 WPA-PSK issue with DWL-G122 V.C1

=========================================================

File Name: D-Link AirPlus G Utility-G122B(V2.03)-G122C(V3.00)-S0002.zip
Hardware: DWL-G122(rev.C) (Ralink RT2571W+RT2528)


Utility version : V3.00

Driver Version: V1.0.0.0 (Win 2K/XP/98/SE, XP-64-bit)
Date: 2005/10/24 
Hardware: DWL-G122(rev.B) (Ralink RT2571+RT2526)
Utility version : V2.04

Driver Version: V2.0.1.0 (Win 2K/XP)

Driver Version: V2.1.0.1 (Win 98/ME)

Driver Version: V2.0.3.0 (XP-64-bit)

Date: 2005/10/24 
Enhancements:

1. First release







